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၁ Muffle Furnace

Capacity                - 4.5-10 L

Max.Temperature - 1200° C

Exhausted Gas Outlet Port

Microprocessor PID Controller

Timer                    - Digital

Power                   - 220 V,50/60Hz

Durable molded ceramic fiber insulated chamber

Embedded heating element
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၂ Flask Shaker

Speed range- 80 to 800 oscillations/min

Timer   - 0 to 60 min

Amplitude- 1.5 mm

Max. Laod- 3 kg

Net weight            - 8.3 kg

Electrical supply   - 230V,50Hz,50W
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၃ Magnetic Stirrer with heater

Capacity- 20L

 Speed range 100-1500 rpm 

Temperature display- LED

1 Set

၄ Dehumidifier (Hight2' Wide1')

Ambient temperature&humidity LED digital display .

Air purification function: anion UV lamp, activated carbon 

filter

4 Set

 dehumidification capacity: 
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Power Source: 220V/50HZ

Rated power;190W

Rated Current; 0.9A

Refrigerant; R134a

Available area;15-30M 2(3.0)

Bucket;2L

Drainage ;Bucket/Hose

Weight; 10Kg

Dimensions (L*W*H);290*180*510mm

၅ Autoclaveable Pipette Controller

LCD Display shows battery charge and adjustable coarse 

speed setting.

Lightweight ergonomic design.

For use with 1-100ml pipettes

2 Set






